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3/8" COMPRESSION JOINT
1 COURSE OUT FROM WALL.  SEE
CED-1020 FOR DETAIL

 MEMBRANE

BRICK MORTAR TO SUIT 
CHEMICAL SERVICE

CHAMFER BRICK
CORNER

WALL VENEER MAY BE
EXTENDED UPWARDS BY
ADDITIONAL COURSES.  

DIRECT BOND BRICK TO
VERTICAL WITH 
THINSET® ADHESIVE

BRICK FLUSH OR MAY PROTRUDE 1/4" MAX.

SECTION VIEW ABOVE TYPIFIES BRICK/MEMBRANE CONST’N
SECTION VIEW BELOW TYPIFIES DIRECT BOND CONST’N

BRICK DIRECT BONDED TO
SUBSTRATE WITH THINSET®
ADHESIVE

COMPRESSION JOINT - SEE ABOVE

This drawing, including the principle of design, is the property of ErgonArmor and
is submitted with the understanding that it will not be used for any purpose except
that specified in writing by ErgonArmor.  While all statements, technical
information, and recommendations contained herein are based on information our
company believes to be reliable, nothing contained herein shall constitute any
warranty, express or implied, with respect to the products and/or services
described herein and any such warranties are expressly disclaimed. We
recommend that the prospective purchaser or user independently determine the
suitability of our product(s) for their intended use. No statement, information or
recommendation with respect to our products, whether contained herein or
otherwise communicated, shall be legally binding upon us unless expressly set
forth in a written agreement between us and the purchaser/user.


