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COMPRESSIBLE JOINT
FILLER SELECTED FOR
ENVIROMENT

PLACE 5 MIL
FLUOROCARBON
FILM SLIDING
SURFACES

PLACE 5 MIL 
FLUOROCARBON
FILM ON SLIDING
SURFACES

THESE SKETCHES SHOW CONSTRUCTION -
MEMBRANE AND BRICK, BEDDED AND BONDED
WITH ACID RESISTANT MORTAR, INSIDE EITHER
A STEEL OR A CONCRETE VESSEL.  IF A VESSEL
EXCEEDS 10' IN DIAMETER A SQUEEZE JOINT
WILL BE REQUIRED TO PROVIDE FOR
IRREVERSIBLE GROWTH OF DOMESTIC BRICK.

THICKNESS OF COMPRESSIBLE JOINT
MUST BE CALCULATED TO BE ADEQUATE
IN SIZE SO THAT EXPANSION FORCES IN
COMPRESSING DO NOT EXCEED 50% OF
THE  JOINTWIDTH.

This drawing, including the principle of design, is the property of ErgonArmor and
is submitted with the understanding that it will not be used for any purpose except
that specified in writing by ErgonArmor.  While all statements, technical
information, and recommendations contained herein are based on information our
company believes to be reliable, nothing contained herein shall constitute any
warranty, express or implied, with respect to the products and/or services
described herein and any such warranties are expressly disclaimed. We
recommend that the prospective purchaser or user independently determine the
suitability of our product(s) for their intended use. No statement, information or
recommendation with respect to our products, whether contained herein or
otherwise communicated, shall be legally binding upon us unless expressly set
forth in a written agreement between us and the purchaser/user.


